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Edelstahlkugelhahn, 2-teilig/  
Stainless steel ball valve, 2-pc.  
PA-842D.566.P 

 
Technische Daten Specification  

 
 

Bauform 
2-teilig 
Voller Durchgang 
Mit Handhebel 
Mit ISO-Direktaufbauflansch 
Gehäuse: Edelstahl 1.4408 
Kugel: Edelstahl 1.4408 
Dichtung: TFM-1600 

Design 
2-piece 
Full port 
With handlever 
With ISO-Directmountingpad 
Body: 1.4408 
Ball: 1.4408 
Seat: TFM-1600 

  
Anschluss 
Beidseitig Gewindeende 
¼“ – 3“ 

Connection 
Threaded ends  
¼” – 3” 

  
Betriebsdruck 
PN 63 

Pressure Range 
PN 63 

  
Betriebstemperatur 
max. 180°C 

Temperature Range 
max. 180°C 
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NO. Part Name Materials 

1 Body 1.4408 / CF8M 

2 End Cap 1.4408 / CF8M 

3 Ball 1.4408 / CF8M 

4 Ball Seat TFM1600 

5 Stem SUS316 

6 Thrust Washer TFM1600 

7 Body Gasket TFM1600 

8 O-Ring FKM (Viton) 

9 V-Ring Packing PTFE 

10 Bushing 50% SS + 50% PTFE 

11 Gland SUS316 

12 Belleville Washer SUS301 

13 Stem Nut A194-8 

14 Stop-Lock-Cap SUS304 

15 Handle Gland SUS304 

16 Handle + Lock Device SUS304 

17 Handle Sleeve Vinyl Plastic 

18 Stop Bolt A193-B8 

19 Stop Nut 194-8 

20 Handle Nut 194-8 

21 Handle Adapter A351-CF8 

22 Set Screwed A193-B8 

23 Pipe Hanle SUS304 

24 Triangle Stopper SUS304 

25 Handle Sleeve Vinyl Plastic 

 
 
 
 
 
 
 
 
 
 


